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SCAN HANDLE FOR DOLPHIN 70e/75e

Combine the smartphone style Dolphin 70e/ 75e with the TIS-
PLUS Scan Handle to get a powerful data capturing unit.

AT A GLANCE

• Designed for use with the Dolphin 70e/ 75e with IP67 rating
• Easy mounting, put the Dolphin 70e/ 75e into the cradle of 

the TISPLUS Scan Handle, a mechanism automatically locks 
the device

• Remove the handle by pressing a button on its bottom, no 
tools required

• The scan is triggered electronically using the connectors on 
the back of the device

• Stylus holder for convenient data entry (Stylus not included)

The TISPLUS Scan Handle increases the ergonomics 
of your Dolphin 70e when capturing data and im-
proves the productivity of the user when scanning.
It offers easy mounting and a secure lock mecha-
nism combined with an appealing design.

TISPLUS Scan Handle with stylus holder for Honeywell Dolphin 70e/75e
Upgrade your scan performance

SIZE AND WEIGHT

• 150 x 90 x 110 mm
• 150 g

OPERATING TEMPERATURE

• -20°C bis +50°C

HUMIDITY

• 5% to 85% RH non-con-
densing

24-70-09-TG-01 Handle only (Device and stylus 
not included)

DURABILITY

• >1 million presses

STORAGE TEMPERATURE

• -40°C to +70°C

NOTES

does not work with Dolphin 
70e IP54,
currently not working for the 
75e with WE8.1H (no driver 
available)

TECHNICAL SPECIFICATIONS

ITEM NUMBER

https://get.adobe.com/reader/
https://get.adobe.com/reader/
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